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POLARIS
Height/Weight 94 cm/ 6KG

Maximum
Walking Speed

25 cm/s

DoF 20 (2x3 in arms, 2x6 in legs, and
2 in neck)

Actuators ROBOTIS Dynamixel (MX-28,
MX-64, and MX-106)

Sensors PhidgetSpatial Precision 3/3/3 High
Res 3 Axis Compass/ Gyroscope/
Accelerometer

Camera Logitech C920 Camera

Computing Unit GIGABYTE BRIX Mini PC
Intel Core i3-6100U 2.3GHz,
4GB RAM, and 120GB SSD.

Communication ROBOTIS U2D2 Communication
Converter
Intel Dual Band Wireless-AC 3165
Wi-Fi 802.11a/b/g/n

OS/Development
Platform

Linux, C/C++, Python, ROS

http://autman.aut.ac.ir
http://aalab.cs.umanitoba.ca
http://www.ee.ntnu.edu.tw/


EBRAM
Height/Weight 84 cm/ 5.6KG

Maximum
Walking Speed

25 cm/s

DoF 22 (2x3 in arms, 2x6 in legs,
2 in torso, and 2 in neck)

Actuators ROBOTIS Dynamixel (MX-28,
MX-64, and MX-106)

Sensors PhidgetSpatial Precision 3/3/3 High
Res 3 Axis Compass/ Gyroscope/
Accelerometer

Camera Logitech C920 Camera

Computing Unit QuanMax® QutePC 3001, Intel
Celeron Dual Core 1.1 GHz, 2 GB
DDR3 RAM and 32GB of SSD.

Communication ROBOTIS U2D2 Communication
Converter
Intel Dual Band Wireless-AC 3165
Wi-Fi 802.11a/b/g/n

OS/Development
Platform

Linux, C/C++, Python, ROS


